
Confidential document, reserved for the exclusive use of the intended recipient. Cannot be copied, reproduced or duplicated, completely or partially, without prior agreement of  Souriau. 

For further information, visit our web site www.souriau.com or contact the following address : contactmilaero@souriau.com

© Copyright Souriau | July 2008

. Secured

 

cable

 

routing

 

thanks

 

to a fire

 

stop design

. Ceramic

 

insulator:
-

 

fire

 

resistant

 

(1000°C during

 

20 min under

 

vibrations)

. THT grommet:
-

 

perfect

 

sealing

 

at

 

up to 260°C
-

 

adapted

 

to power cables

 

(diameter

 

up to 12 mm)
-

 

avoid

 

cable

 

mouvement under

 

vibrations

. Space saving

 

compared

 

to bulkhead

 

connectors

. Jam nut:
-

 

easy

 

assembly

. Conform

 

to ABS0681

. Available

 

in 2 & 7 ways

Cable

 

Routing

 

Through

 

Fire

 

Resistant

 

Bulkhead
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Features

 

& Benefits

Fire

 

Resistant

 

Seal

Typical applications are civil and

 

military

 

aircrafts

 

such

 

as

 

engine, APU (Auxiliary

 

Power Unit), …

Applications

Rectangular

 

version 
with

 

floating

 

nuts
for blind

 

mating

 

(ABS1536)

Also

 

available

Rear

 

of the 
fireseal

 

after

 

test
Front of the 
fireseal

 

during

 

test

Bulkhead

 

connector Fire

 

resistant

 

seal


